
Playing with your feet

Francine Barton



52 Piece Foot Kit

Not all of the pieces are presser 
feet.

Needle inserter/threader

Multiple versions of the same thing

“Ankle” -foot holder 

**USE THIS INSTEAD OF THE 
ONE ON YOUR MACHINE**



Beading Foot

Two kinds in this kit:

Round channel for beads

Square channel for other bulky 
items



Use a zigzag wide enough to not catch the edges.

Use matching, monofilament, or contrasting thread 
depending on the look you want.



Braiding Foot

 Use to attach braid or other trim 

Adjustable

Sorry, it doesn’t braid it for you.



Adjust to width of braid 
and insert braid or trim 
before attaching foot to 
machine 

Use a small screwdriver



Angles or curves.

Thread and stitching 
options for different 
looks



Button Foot

Blue gripper toes 

Notice the lip at 
the back



Check the width of your 
stitch if it’s not automatic.

On a 4-hole button stitch 
the pair closest to you 
first, then the back ones.



The lip keeps the foot level when the axis 
of the presser foot is off the edge of the 
button



Done

A drop of seam 
sealant on the 
back secures it.



Adjustable Binding Foot

Apply purchased or homemade binding of 
various widths.

Use wheel at right to widen opening.

Insert binding between layers of foot with 
single fold side to the right.

Insert material to be bound between layers 
of binding.

Then attach the foot to the machine.



Change needle position to far left for a straight 
stitch. 

Or use a decorative stitch.

Use the screw at the top right to move the 
attachment to line up with the needle.



Hold the work up at a slight 
angle to reduce drag.

Finished right and wrong 
sides



Cording Foot (3 cords)

Also in kit are 5 and 7 hole 
cording feet.

Use to apply threads or small 
trims as surface embellishments.

Use multi-stitch zigzag or a 
decorative stitch that goes 
across all cords.



Notice channels in 
underside so foot glides 
over cording.



Load cords into foot before 
attaching to machine.

When doing curves or 
angles the cords will feed at 
different rates.



Edge-joining Foot

Use to abut two edges of fabric, or to attach 
fabric to lace.

Divider in center keeps pieces from 
overlapping.

Use zigzag, heirloom, or other decorative 
stitch.



Mind the width of the hole. 

My machine can do stitches 
that are 7 mm wide, but these 
feet can only do 5 mm.

Ask me what happens if you 
don’t pay attention to the 
width...



At the top I let the machine pull the 
fabrics as it would.

On the bottom half I held the 
fabrics a bit apart.



Binding with Edge-joining Foot

Sew binding on back of quilt, wrap to front. Use 
edge-joining foot to hold binding as you stitch.

I should have stitched the other edge on first as this way 
you can see the bobbin thread.

When using double fold bias tape, open out one side of tape - the narrower one - and stitch 
to the back. Then roll the tape around the edge making sure the edge covers your previous 
stitching.



Fringe Foot

Looks like Braiding Foot, but is not 
adjustable and has a tall divider in the 
middle.

Use to create special effects.

Multi-step process.



Choose a satin stitch.

Loosen the top tension quite a bit.

Place the stitches where you want 
them.

Remove the work from the back of 
the foot to slip the end stitches off of 
the divider.



Switch to a regular foot 
and a straight stitch. 

You can use the 
reinforced stitch that 
stitches back and forth.

Stitch along the very 
edge of the loops, 
carefully pushing the 
loops to the other side.



 Straight stitching over end of 
loops.

Insert scissors and carefully cut 
loops where they reenter the 
fabric.



Right side

Wrong side                                                                    Remove the bobbin thread and loose threads



Alternate Method for different effect

Wrong side       Loops       1st Bobbin thread  2nd Bobbin thread

Make sure the straight stitching doesn’t catch the first bobbin thread.
Don’t cut the loops.
Remove the first bobbin thread.
Gently pull the loops to the right side.



Remove bobbin thread

            Pull loops to right side



Don’t pull too hard.

Run a bead of Fray Check or other seam sealant along the straight stitching. The triple stitch 
has bunched the fringe together. Instead, use a short length regular straight stitch.



Pintuck Foot

Use to make perfectly 
parallel pintucks

Two of these in my kit:    7 
groove and 9 groove

Note the channels on the 
underside

Best used with a twin 
needle



Twin needles

Stitch the first pintuck



For additional pintucks: 
line up previous row of 
stitching in the first 
groove to the right or left. 
Guide the fabric just 
enough to keep the first 
row in the groove. 
Repeat.



Pintucks can be spaced 
by skipping a groove.



Make larger tucks with a 
wider spaced twin needle

This pintuck doesn’t fit in 
the groove so just use the 
indentation at the edge as 
a guide to keep the lines 
straight.

Pull both ends of the 
bobbin thread to draw the 
top stitching together to 
form the tuck.



Press to one side.

The wide tucks need 
more attention to lie 
down neatly.
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